Welcome to SAGA’s Silk Ribbon Embroidery (SRE) Smock-Along!

Welcome back for the last lesson- Lesson 4.

Today we will assemble your case!

Make piping with the plaid bias strip(s) and piping cord.

Trim seam allowance to ¼ inch.

On the 6” edge, where you have finished your embroidery and using 6 ½ inches of the piping, lay the piping piece on right side of fabric aligning raw edges and stitch 1/4” seam.
Lay one of the plaid lining pieces on top and again stitch 1/4” seam.

Repeat on the opposite 6 inch edge of fabric

You will have a rectangle stitched on the two short sides and open on both longer sides.

Turn right side out and press being careful not to press the silk ribbon embroidery.

Lay on cutting mat and using a ruler and rotary cutter trim to square up the ends.
Measure down 1 1/4” from the piped edge on the end without the embroidery and mark both sides with a pin.

Fold up, right sides together and pin.

Bring the opposite piped edge up so both piped edges meet. Pin. You now have a tube that's pinned on both edges.
Sew a 1/4" seam on each edge and then trim and zig zag.

To make corners, working on the wrong side, refer to photo below.

Fold as in photo and sew 1/4" seam securely.
Repeat for all four corners.
Press corners and turn to the right side and you are done!!

If you are enrolled in SAGA's Artisan program, (and I hope you all are), send me an email (time4te@me.com) with your information and photo of completed case by May 1 to receive your Artisan points.

Thank you for participating and I hope you will continue to enjoy silk ribbon embroidery!!!

Wanda DeWitt